LRW-E

Motorized Air Inlet Shutter

The LRW-E Air
Inlet Shutter is
designed to allow
fresh air to enter
the greenhouse as
the fans at the
opposite side/end
of the building
exhaust it. The
LRW-E features a
sturdy  aluminum
frame, aluminum
blades, aluminum
reinforcing
brackets and nylon
bearings on all
movable linkage. The LRW-E Air Inlet Shutter
is fully automatic and comes standard with a
motor to automatically open and close the
shutter blades.

Air Inlet Air Flow Required Overall
Shutter Capacity Opening Dimensions
Model (CFM) Dimensions |Including Flange
LRW16E 1,000 161/2x161/2 | 191/4x191/4
LRW21E 1,800 211/2x211/2 | 241/4x241/4
LRW27E 3,000 271/2x271/2 | 301/4x301/4
LRW33E 4,500 331/2x331/2 | 361/4x361/4
LRW39E 6,300 391/2x391/2 | 421/4x421/4
LRW45E 8,400 451/2x451/2 | 481/4x481/4
LRW51E 10,700 | 511/2x511/2 | 54 1/4 x54 1/4
LRW57E 13,400 | 571/2x571/2 | 601/4x601/4
LRW66E 18,000 | 66 1/2x661/2 | 69 1/4x69 1/4
LRW4515E 2,800 451/2x151/2 | 481/4x 18 1/4
LRW4527E 5,000 451/2x271/2 | 481/4x301/4
LRW6015E 3,700 601/2x151/2 | 631/4x181/4
LRW6024E 6,000 601/2x241/2 | 631/4x271/4
LRW6036E 8,900 601/2x361/2 | 631/4x391/4




